
Thunder Tiger Corporation guarantees this model kit to be free from defects in both material and workmanship.
The total monetary value under warranty will in no case exceed the cost of the original kit purchased. This warranty
does not cover any components damaged by use or modification. Part or parts missing from this kit must be
reported within 60 days of purchase. No part or parts will be sent under warranty without proof of purchase.
To receive part or parts under warranty, the service center must receive a proof of purchase and/or the defective
part or parts. Should you find a defective or missing part, contact the authorized Thunder Tiger Service/Distributor
nearest you. Under no circumstances can a dealer or distributor accept return of a kit if assembly has started.

JD1440.V3

No.6216
1/8 OFF-ROAD, 4WD MONSTER TRUCK
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a. Take out the 4 screws on the chassis securing the plastic servo tray.

b. Install the servos with tap screws. Notice the orientation of the steering and throttle servo output shafts.

c. Install the receiver switch onto the rear of the receiver box with its original screws.

d. Properly plug the connectors/wires into the receiver: steering servo connector/wire into channel 1 slot, throttle servo
connector/wire into channel 2 slot, and battery switch connector/wire into battery slot.

e. Remove the receiver box top's 4 screws and place the receiver and the wires inside the receiver box, thread the receiver
antenna/wire through the box top hole, and reinstall the box top.

f. Thread the receiver antenna/wire through the antenna tube, then install the antenna tube onto the box top hole.

g. Install 4 AA size alkaline batteries in receiver battery box and strap the battery box onto the battery plate with two large
nylon zip-ties.

h. Connect the receiver battery box wire/connector to the receiver switch wire/connector.

i. Install the battery box & plate onto the posts, then use the large body clips to secure the plate onto posts.

a. Build the steering linkage as shown on the diagram.
b. Install the servo horn onto steering servo output shaft with its original screw.

c. Pop the tie-end onto the standoff ball on the steering rack.

INSTALLING THE RADIO GEAR

INSTALLING STEERING SERVO LINKAGE
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a. Check the radio steering functions. With the radio transmitter and receiver on, turn the steering wheel/stick
to the left. The front tires/wheels should turn left accordingly. If not, flip the steering servo reverse
switch.

b. Return the steering wheel/stick to neutral. The front tires/wheels should point straight forward. If not,
use the steering trim lever to correct it.

c. Turn the steering wheel/stick to the right. The front tires/wheels should turn right accordingly.

OPERATING RADIO STEERING FUNCTION
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a. Check the radio throttle/brake functions. With the radio transmitter and receiver on, pull the trigger/push
the stick forward. The carburetor should be fully opened and the brake disengaged. To reverse this
function, flip the throttle/brake servo reverse switch.

b. Return the trigger/stick to neutral. The carburetor should be closed to a point where the idle has
been set (see step for ADJUSTING THROTTLE/BRAKE LINKAGE), and the brake still disengaged. If
not, use the throttle/brake trim lever to correct it.

c. Push the trigger/pull the stick backward. The carburetor opening should still be the same at neutral,
throttle spring compressed slightly, and the brake engaged.

OPERATING RADIO THROTTLE / BRAKE FUNCTION

8 OPERATING RADIO STEERING FUNCTION
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Install the wheel
extension
wrench
as shown.

Install the tire/
wheel as shown.


